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Описание и особенности:
• Высокопроизводительный датчик на основе моно силикона

Взрывозащищенный интеллектуальный датчик дифференциального  давления 
для опасных мест

• Встроенный датчик температуры
• Точность измерения 0.075%	иибо 0.05%	
• Простое управление на 	3 кнопках
• Возможность работы по коммуникационным протоколам HART® либо Modbus
• Доступен вариант с низким энергопотреблением
• Функция повторного обнуления для для безопасной калибровки в полевых 

условиях
• Диапазон 10:1 допускает установку в любом приложении
• Подана заявка на лицензирование CRN (Canadian Registration Number)
• Гарантия 5 лет
 
• Мониторинг дифференциального давления нефти и газа, контроль 

процесса добычи на скважине, нефтехимические установки, 
электрооборудование и любые места повышенной опасности.

Параметры

Выходной сигнал
4/20 мA, 2-провода / V = 10.5-55 Vdc 
4/20 мA + HART, 2-провода / V = 16.5-55 Vdc 1/5 Vdc, 3-провода / V = 10.5-55 Vdc Modbus, 4-
провода / V = 9-30 Vdc

ЖК дисплей С ЖК-дисплеем (стандартный вариант) или без ЖК-дисплея (опция)
Точность 0.075%	- вариант по стандарту URL	,	0.05%	- опциально
Стабильность 0.2%	за 5 лет работы

Диапазон температур
Работа: -40/+85°C (для модели с ЖК-дисплеем -20/+70°C) 
Хранение: -40/+110°C (для модели с ЖК-дисплеем  -40/+85°C), 
Экран: силиконовый масло наполнитель: -40/+120°C  

Рабочая влажность 5-100% при 40°C
Коннекторы давления Коннекторы давления 1/4” or 1/2” NPTM или F, 1/4” или 1/2” GM  (большая диафрагма 10мм)
Корпус Ударозащищенный литой алюминиевый корпус, покрашенный в синий цвет
Смачиваемые части 316L	SS	вместе с кольцевое уплотнителем PTFE	(опционально Hastelloy®	C)
Перегрузка давления Максимум 3,600	или	6,000	psi
Раход энергии </- 500 mW @ 24 VDC, 20.8 mA

Вибрация 20g, 20Гц…5kГц
Вплоть до GB/T 1827.3 / IEC 61298 - 3 теста, <0.1% 

Тряска 20г, 20Гц…5kГц
Доступные еденицы 
измереения давления

кПа, Мпа, бары, psi, mmHg, mmH2O, mH2O, inH2O, ftH2O, inHg, mHg, TORR, мбар, г/см2, кг/см2, Па, ATM

Шкалы температур Градусы Цельсия(oC),	Градусы Фаренгейта oF)

Класс защиты EMI, ESD, RFI, защита от обратной полярности 

Сертификация

 
• Class I, Division 1, Group A,B,C and D T6  | Class II, Division 1 Group E, F и G T80oC  | 
Class III Intertek, для США и Канады
• Class I, Zone 0 A Ex ia IIC T6 Gb | Class I, Division 1, Group A-D, T6 | от - 40oC до 60oC
SIL 2 Capable
• IEC 61508: 2010

Соответствие стандартам IP66 / IP67
Вес 4.0	кг
Срок службы 100 миллионов циклов

Hastelloy®	- зарегистрированная торговая марка Haynes	International,	Inc.
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Mounting Adapters
Adaptor A1 (mm)
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Product drawing and dimension

Adaptor(A1) drawing and dimension(unit:mm)

Adaptor(A2) drawing and dimension(unit:mm)

Disclaimer: all the data used in the product description is not legally binding. Relevant technical details may be changed due to further improve

SENSING 
TOMORROW

131(with R2 R3/ ）

131(with R2 R3/ ）

DMP305X-DST Monosilicon silicon gauge pressure transmitter 
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Adaptor A2 (mm)
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Product drawing and dimension

Adaptor(A1) drawing and dimension(unit:mm)

Adaptor(A2) drawing and dimension(unit:mm)

Disclaimer: all the data used in the product description is not legally binding. Relevant technical details may be changed due to further improve

SENSING 
TOMORROW

131(with R2 R3/ ）

131(with R2 R3/ ）

DMP305X-DST Monosilicon silicon gauge pressure transmitter 
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Mounting Brackets
Pipe Mounting Bracket (Vertical) B1 (mm)

. 10 .

Installation drawing and dimension

Pipe mounting bent bracket (B1)drawing and dimension (unit:mm)

Plate mounting bent bracket(B2)drawing and dimension (unit:mm)

Pipe mounting flat bracket (B3)drawing and dimension (unit:mm)

Disclaimer: all the data used in the product description is not legally binding. Relevant technical details may be changed due to further improve

SENSING 
TOMORROW DMP305X-DST Monosilicon silicon gauge pressure transmitter 
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Installation drawing and dimension

Pipe mounting bent bracket (B1)drawing and dimension (unit:mm)

Plate mounting bent bracket(B2)drawing and dimension (unit:mm)

Pipe mounting flat bracket (B3)drawing and dimension (unit:mm)

Disclaimer: all the data used in the product description is not legally binding. Relevant technical details may be changed due to further improve

SENSING 
TOMORROW DMP305X-DST Monosilicon silicon gauge pressure transmitter 
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Plate Mounting Bracket B2 (mm)
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Installation drawing and dimension

Pipe mounting bent bracket (B1)drawing and dimension (unit:mm)

Plate mounting bent bracket(B2)drawing and dimension (unit:mm)

Pipe mounting flat bracket (B3)drawing and dimension (unit:mm)

Disclaimer: all the data used in the product description is not legally binding. Relevant technical details may be changed due to further improve

SENSING 
TOMORROW DMP305X-DST Monosilicon silicon gauge pressure transmitter 
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Pipe Mounting Bracket (Horizontal) B3 (mm)

Process Connection
Code Item Description

H1

Flange/
Drain 
Valve

H structure, double flanges, process connection 
1/4-18NPT(F), drain valve on the rear end of flange, 
material 316 Ss

H2
H structure, double flanges, process connection 
1/4-18NPT(F), drain valve on the up part of flange, 
material 316 SS

H3
H structure, double flanges, process connection 
1/4-18NPT(F), drain valve on the down part of 
flange, material 316 SS



LY36WinSMARTTM Differential Pressure Transmitter

LY36 ENGINEERED PART NUMBER L Y 3 6 - - - - - - - - - - -
OUTPUT 4…20 mA / 2-wire 1

4…20 mA / 2-wire + HART H
1…5 V, 3-wire 2
Modbus, 2-wire R

AREA CLASSIFICATION Without area classi�cation S
Hazardous location per CSA (IP66) (standard) X
Instrisically Safe per Intertek I

SERIES PRESSURE RANGE (inches H2O) -24/0/24, smallest calibra�on span 0.08 D 1 0
-160/0/160, smallest calibra�on span 1.6 D 2 0
-1,005/0/1,005, smallest calibra�on span 10.0 D 3 0

SERIES PRESSURE RANGE (psi) -14.5/0/145, smallest calibra�on span 1.6 D 5 0
-72.5/0/435, smallest calibra�on span 4.4 D 6 0
-72.5/0/1,450, smallest calibra�on span 14.5 D 7 0

PRESSURE D�erential (standard) D
Absolute (<1,450 psi only) A

ACCURACY 0.075 % (standard) 2
0.05% 5

ELECTRICAL CONNECTION Water proof M20x1.5 F, PVC, IP65  C 1
Flame proof 1/2" NPT F, SS, IP66/ IP67  (standard) C 2
Flame proof M20x1.5 F, SS, IP67  C 3

PROCESS CONNECTION Double �ange 1/4" NPT (F), drain in rear  F 1
Double �ange 1/4" NPT (F), drain in upper F 2
Double �ange 1/4" NPT (F), drain in lower F 3
Double �ange 1/2" NPT (F), drain in rear  (standard) F 4
Double �ange 1/2" NPT (F), drain in upper F 5
Double �ange 1/2" NPT (F), drain in lower F 6

SEALS PTFE O-Ring F
PRESSURE PORT 316 SS 6
DIAPHRAGM 316 SS  (standard) 6

Hastelloy C H
SPECIAL Without LCD display W D

Adaptor with guided pipe M20x1.5 (M) A 1
Adaptor 1/2" NPT (F) A 2
Horizontal pipe mounting kit SS, 2" B 1
Horizontal plate mounting kit SS B 2
Vertical pipe mounting kit SS, 2" B 3
3-handle manifold M 3
5-handle manifold M 5
Special Z Z

Series Number (how to order)
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Wetted Parts




